
Art 6016 ANTICONDENSA
Thermal insulating anti-mould paint for interior walls

Water-based anti-mould anti-condensation paint with water-based synthetic binder and 
special thermal insulating microspheres. This formulation made this product convenient 
for environments with humidity and mold problems such as bathrooms, kitchens, etc. 
The thermal insulating ability of the product makes it usable for perimeter walls that 
have moisture and temperature fluctuations

GENERAL SPECIFICATIONS:

New surface: 

Apply with one coat of water-based primer and after at least 4 hours apply with two 
coats ANTICONDENSATION paint

Plaster if necessary: 

The walls is cleaned with water and then apply a coat of Murofix primer to the
entire surface. After at least 12 hours, then apply 2 coats ANTICONDENSA

APLICATION DETAILS:

ADVICE:

Protect the product from frost

Used at temperatures from 10°C-30°C

After use, work tools should be cleaned with water

Store the product in dry places and away from contact with the sun and heat 

sources
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CHARACTERISTICS:

Plaster if necessary: 

The walls is cleaned with water and then apply one coat of fixoril or murofix primer
throughout surface. After at least 4 hours, it is painted with two coats of ANTICONDEN-
SATION paint

Bonding: 
Visual aspect: 
Drying (at temp. 20°): 
Full: 
Dilution:
Application: 
Consumption: 
Packaging: 

With acrylic styrene resins

Thixotropic paste

superficial 40 minutes

2 hours, Second hand after 4 hours

With water up to 10-20%

Brush, roller, spray

0.45lt/m² with one hand

3lt, 10lt

All the above technical data are the fruit of our experience, they have a guiding character for the final result. 
The data in the technical tab can be changed based on possible changes in raw materials and production 
technology. Before using the product, we always advise that a preliminary test is done with the product*
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