
Art.4006 FLEX
Moisture barrier for bathroom and balcony floors

Two-component cement waterproofing based on synthetic binders, quartz and selected 
elastic fillers for waterproofing balconies, terraces, bathrooms, swimming pools, etc. 
Thanks to the characteristics of the synthetic binder, the product maintains its elasticity 
in all environmental conditions.

The way to use the product is as follows:

The surface is cleaned of dust and dirt, oils and detachable fragments. After cleaning, 
the damaged surfaces or various holes are repaired by filling or filling with cement-based 
mortar. Before treating the surface with mapelastik, it must first be wetted with water. 
Pour component B (liquid) into component A slowly, rotating it with a mixer at low 
speeds, taking care to make a uniform mixture throughout the bucket. The mixed 
product must be used Within 60 min using a cotton spatula and spreading it in such a 
way that there is no thickness greater than two millimeters per hand. In high 
temperatures, do not expose the material to the sun, avoid in cases of high temperatures 
or in rooms with air currents so that the applied product dries quickly

GENERAL SPECIFICATIONS:

APLICATION DETAILS:

ADVICE:

Protect the product from frost

Used at temperatures from 10°C-30°C

Do not use on surfaces that are hot or in direct sunlight

After use, work tools should be cleaned with water

Store the product in dry places and away from contact with the sun and heat sources

Do not use scissors smaller than 2mm per hand
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Appearance: 
Color: 
Storage: 
Flammability: 
Dry residue: 
Color of mixture: 
Consistency of the mixture: 
Mixing time: 
Density of the mixture: 
Application temperature: 
Max thickness by hand: 
Time between hands: 
Time for tiling: 

Final data:

-Adhesive strength in concrete according to EN 1542 (In 28 days in 28°C and 50% 

RH):0.8 N/mm²

- Initial adhesive strength according to EN 14891-A.6.2: &gt; 0.5 N/mm²

- Adhesive strength after immersion in water according to EN 14891-A.6.3: 0.5 N/mm²

- Adhesive strength after the action of heat according to EN 14891-A.6.5: 0.5 N/mm²

- Adhesive strength after action of freeze-thaw cycles according to EN14891-A.6.6:

0.5 N/mm² Elongation  20%

-Permeability according to EN 14891-A.7 (after 7 days in P=1.5atm): Indescribable by 

water

Powder

White/grey

9 months

Non-flammable

100%-50%

Grey

Applicable plastic mass with a spatula

≥ 60 min

1.7 gr/cm³

 5 °C - 35 °C

1 mm

After 4-5 hours

After 5 days

CHARACTERISTICS:

All the above technical data are the fruit of our experience, they have a guiding character for the final result. 
The data in the technical tab can be changed based on possible changes in raw materials and production 
technology. Before using the product, we always advise that a preliminary test is done with the product*
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